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CATEGORY: 7320 -- SPEAKERS

LISTEE: System Sensor, Unincorporated Div of Honeywell Int'l Inc.3825 Ohio Ave, St. Charles, IL  

60174

Contact: Trish Linhart (630) 762-5025 Fax (630) 377-7245

Email: trish.linhart@systemsensor.com

DESIGN: Models SPR,SPW,SPRV, and SPWV SpectrAlert Speakers - Rectangular enclosure. 

Models SPCW, SPCR, SPCWV, and SPCRV SpectrAlert Speakers with round enclosure. 

Models SPSR, SPSRH, SPSW, SPSW-ALERT, SPSW-CLR-ALERT, 

*SPSWK-CLR-ALERT, SPSWH, SPSRV, and SPSWV SpectrAlert Speaker/Strobe with 

rectangular enclosure. Models SPSCR, SPSCRH, SPSCW, *SPSCWK-CLR-ALERT, 

SPSCWH, SPSCRV, SPSCRVH, SPSCWV, and SPSCWVH SpectrAlert Speaker/Strobe 

with round enclosure. Model SPSCW-CLR-ALERT Speaker/Strobe. Model SPSW-ALERT 

has amber lens and is intended for non-fire use. 

All models identified are intended for indoor use mounted on the wall or ceiling. Models with 

a “K” in the suffix are suitable for indoor or outdoor use with an operating temperature rating 

of -40°C to +66°C (-40°F to +151°F) and have a NEMA 4X enclosure rating when used with 

models PWBB, PWBBW (wall) or the model PWBBCW (ceiling) plastic weatherproof back 

boxes or with Model MWBBW (Wall), MWBB (Wall) or MWBBCW (Ceiling) metal 

weatherproof back boxes. Models with a “- P” in the suffix have plain housings with no 

lettering on the enclosure. Models not containing “- P”, in the suffix have English lettering 

reading “FIRE” on the housing. Refer to listee's data sheet for additional detailed product 

description and operational considerations. 

RATING: Nominal Voltage: 25 Vrms or 70 Vrms 

Power Settings: ¼, ½, 1, 2 Watts 

Frequency Range: 400 - 4000 Hz 

INSTALLATION: In accordance with listee's printed installation instructions, NFPA 72, applicable codes & 

ordinances and in a manner acceptable to the authority having jurisdiction. 

MARKING: Listee's name, model number, electrical rating and UL label. 

APPROVAL:  Listed as speaker/strobes when used with separately listed compatible fire alarm control 

units. Suitable for wall or ceiling mount. 

These speaker/strobes do not generate a distinctive three-pulse temporal code pattern (for 

total evacuation) as required per NFPA 72, 2010 edition. If required, the appliances must be 

used with a fire alarm control unit that can generate the temporal pattern signal. 

*Corrected 02-06-12 bh 
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Authorized By:

Fire Engineering Division

This listing is based upon technical data submitted by the applicant.  CSFM Fire Engineering staff has reviewed 

the test results and/or other data but does not make an independent verification of any claims. This listing is not 

an endorsement or recommendation of the item listed. This listing should not be used to verify correct 

operational requirements or installation criteria.  Refer to listee’s data sheet, installation instructions and/or other 

 

JAMES PARSEGIAN, Program Coordinator


